
FEATURES
Splitter Type: 1x2 1x4 1x8 1x16 1x32 1x64 2x4 2x8 2x16 2x32 2x64
Splitter Module: ABS Box in Black
Connector Type: SC/APC SC/UPC LC/APC LC/UPC
Fanout Dimension: 1.4mm, 1.6mm, 2.0mm, 3.0mm
Fanout Material: LSZH, PVC
Wavelength: 1260-1650nm
Fiber Type: Singlemode G652D, Singlemode G657A1, Singlemode G657A2, Singlemode G657B3
Operation Temperature: -40°-85°
Operation Wavelength: 1260-1650nm

GENERAL DESCRIPTION
Fiber Optic PLC splitters are characterized as uniform broadband power splitters featuring
exceptional uniformity of insertion loss throughout all channels resulting in practical
wavelength independency over all transmission range from 1260 to 1650 nm. Fiber Optic PLC
splitters are the best choice for large variety of telecom and sensor technology applications.
Based on PLC (Planar Lightwave Circuit) technology, their application optimally balance
performance, space and cost.
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APPLICATION
LAN, WAN and Metro Networks
FTTH projects & FTTX Deployments
CATV Systems
GPON , EPON
Fiber Optic Test Equipments
Database Transmit Broadband Net

SPLITTER PLC 

MINI SPLITTER ABS SPLITTER



 Item  1x2  1x4  1x8  1x16  1x32  1x64  1x128

 Fiber Type  G.657.A

 Working Wavelength  1260nm~1650nm

 Standard Insertion Loss (dB)  ≤4.2  ≤7.6  ≤10.7  ≤14.0  ≤17.2  ≤20.8  ≤24.0

 P- Grade Insertion Loss (dB)  ≤4.0  ≤7.4  ≤10.5  ≤13.8  ≤17.0  ≤20.4  ≤23.7

 Uniformity (dB)  ≤0.6  ≤0.8  ≤0.8  ≤1.0  ≤1.5  ≤2.0  ≤2.0

 PDL (dB)  ≤0.2  ≤0.2  ≤0.3  ≤0.3  ≤0.3  ≤0.4  ≤0.5

 Wavelength Dependent Loss 
 (dB)

 ≤0.6  ≤0.8  ≤0.8  ≤1.0  ≤1.5  ≤2.0  ≤2.0

 Return Loss (dB)  ≥50

 Directivity (dB)  ≥55

 Operating Temp. Gange  -40℃~ +85℃

 Note: The above parameter is for Splitter with connector. If w/o connector, insertion loss will reduce by 0.2dB.

 Item  2x2  2x4  2x8  2x16  2x32  2x64  2x128

 Fiber Type  G.657.A

 Working Wavelength  1260nm~1650nm

 Standard Insertion Loss (dB)  ≤4.4  ≤8.0  ≤11.0  ≤14.6  ≤17.8  ≤21.0  ≤24.4

 P- Grade Insertion Loss (dB)  ≤4.2  ≤7.7  ≤10.8  ≤14.1  ≤17.4  ≤20.7  ≤24.0

 Uniformity (dB)  ≤0.8  ≤1.0  ≤1.2  ≤1.5  ≤1.8  ≤2.0  ≤3.0

 PDL (dB)  ≤0.2  ≤0.2  ≤0.3  ≤0.3  ≤0.3  ≤0.4  ≤0.5

 Wavelength Dependent Loss (dB) ≤0.8 ≤1.0 ≤1.2 ≤1.5 ≤1.8 ≤2.0 ≤3.0

 Return Loss (dB) ≥50

 Directivity (dB) ≥55

 Operating Temp. Gange -40℃~ +85℃

 Note: The above parameter is for Splitter with connector. If w/o connector, insertion loss will reduce by 0.2dB. 
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PRE-CONNECTED FIBER OPTIC SPLITTERS TECHNICAL SPECIFICATIONS
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ENCAPSULATION SIZE
 Item  1x2  1x4  1x8  1x16  1x32  1x64

 Length*Width*Height (mm) 60×7×4 60×7×4 60×7×4 60×12×4 80×20×6 100×40×6

 Item 2×2 2×4 2×8 2×16 2×32 2×64

  Length*Width*Height (mm) 60×7×4 60×7×4 60×7×4 80×12×4 100×20×6 100×40×6

ORDERING INFO
Port Fiber Input Pigtail Input Connector Input Pigtail Length Output Pigtail Output Connector

Output Pigtail
Length

   PLC  

102=1x2
104=1x4
108=1x8
116=1x16
132=1x32
164=1x64
128=1x128
204=2x4
208=2x8
216=2x16
232=2x32
264=2x64

1=G657A
2=G652D

SP=Special

1=250um
Bare Fiber
2=900um
tight buffer
3=900um
loose
tube
4=Φ2.0mm
cable

5=Φ3.0mm
cable
SP=Special

NE=None
SU=SC/UPC
SA=SC/APC
LU=LC/UPC
LA=LC/APC
FU=FC/UPC
FA=FC/APC
SP=Special

0=0.5m
1=1m

2=1.5m
3=2m
4=3m

SP=Special

1=250um
Bare Fiber
2=900um

tight buffer
3=900um

loose
tube

4=Φ2.0mm
cable

5=Φ3.0mm
cable

SP=Special

NE=None
SU=SC/UPC
SA=SC/APC
LU=LC/UPC
LA=LC/APC
FU=FC/UPC
FA=FC/APC
SP=Special

0=0.5m
1=1m

2=1.5m
3=2m
4=3m

SP=Special


